e The Original On-The-Car
Kwik-Lathe

e The World’s Fastest
Combination Bench Lathe

e Single Speed & Multi-Speed
Combination Bench Lathes

i e Heavy Duty Combination
——— == Brake Lathes
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Brake Lathes

On-The-Car Kwik-Lathe with Power Drive

Fast.

+ Sets up in Minutes
+ Easy to Learn & Operate

Simple.

Cost Effective.

+ Zero Runout - Guaranteed
* Produces a machined surface that EXCEEDS OEM specifications
+ Attach the optional Power Drive, the Kwik-Lathe can be used on

non-powered wheels

Kwik-Lathe Specifications:

Kwik-Lathe

Max. Rotor Thickness 1-5/8” 108 Kwik-Lathe (1 1 5V/60/1) 108-0005-50
Max. Rotor Diameter 13.5" 108 Power Drive

Feed Rate ~-002-.006" power Drive (115V/60/1)  108-0004-02
Ship Wt (w/PowerDrive) 180 Ibs

(Bench sold separately)

102 Lathe Specifications:

Rotor Capacity 4-24”* * Easy, single cut operation guarantees OEM-
Drum Capacity 6-28" * (rjecc?[hmn}enc:ed (RMS) finish - regardless of

Max. Rotor Thickness 2.85” epth ot cu

Drum Depth 9” + Saves time and increases profits

Spindle Speed 107 RPM

Flywheel Capacity 6-20”

Feed Rate (Rotor) .003” 102 Combination Lathe (nai. it #1) 102-0001-06
Feed Rate (Drum) -005” 102 BasiC (Requires Adapter Kit-sold separate 102-0001-05
Ship Weight 400 Ibs (See back page fosFﬁistq of Ad:;;jte’r)tKit: f;rgiag paékgge)

(Ship Weight w/bench) 500 lbs Heavy Duty Bench (sold separately) 104-0200-00
* CF}equir%sv adi‘r{iyonal arbor set (optional) for rotors over 16” or (Bseerg;r:astglg)

Kwik-Way Products Inc. 500 57th
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108 Complete System
Kwik-Lathe & Power Drive 108-0001-15

104 One-Minute Lightning Lathe:

World’s Fastest Brake Lathe!

« Cut automotive/light truck drums or rotors in

Less Than One Minute

+ Fast, easy to use and reliable - Greater

productivity for more profits

* Produces a machined surface finish that meets

or EXCEEDS OEM specifications

104-0001-15
104-0001-05

104 Lightning Lathe (inciudes #3 kit)

104 BasiC (Requires Adapter Kit-sold separately)
(See back page for list of Adapter Kits for BASIC package)

Heavy Duty Bench (sold separately) 104-0200-00

102 Single Pass Brake Lathe
Single Pass, Single Speed

Street, Marion, IR 52302

Equipment, accessories, parts, supplies and availability are subject to change without notice.

Kwik-Lathe with
Power Drive

104 Lathe Specifications:

Rotor Capacity 4-24" *
Drum Capacity 6-28" *
Max. Rotor Thickness 2.85”
Drum Depth 9”
Spindle Speed 0-300 RPM
Flywheel Capacity 6-24”
Max Spindle Wt (1” arbor) 150 lbs

Spindle Wt (Opt. 17/8” arbor) 300 Ibs

Feed Rates 0-.026”
Feed Rate Per Minute 0-2.54”
Ship Weight 480 Ibs
(Ship Weight w/bench) 580 Ibs

* Requires additional arbor set (optional) for rotors over 16” or drums
over 14”

1-319-317-9421 (FAX 319-3717-9101)



103 Multi-Speed Combination Brake Lathe

Versatility. Precision. Value.

+ Multi-Speed and multi-feed for greater versatility 103 Brake Lathe Specifications:

+ 3-Spindle speeds with rapid change and infinitely gotor gapac!:y ggg’,, .

variable feed on disc and drum tool slides Mglxm Roﬁgfgl'lh);ckness 5 5

» Expandability for greater markets - more Drur-n Depth 8:5”

BRI Spindle Speed  60-120-170 RPM

Ship Weight 555 Ibs

Feed Rates Infinitely Variable

103 Multi-Speed Lathe (115V/60/1)  103-8680-30  (Ship Weight w/bench) 655 Ibs
HD Bench (Sold Separately) 104_0200_00 * Requires additional arbor set (optional) for rotors over 16” or drums over 14”

(Bench sold
separately)
341 Heavy Duty Bus & Truck Brake Lathe
Designed for Medium and Heavy Duty Truck & Buses
Rotor Capacity 30" * and heavy duty to over-the-road and
Wheel/Tire Diameter 60" * bus applications
Drum Capacity 6-34"* + 3-Speed Spindle with variable feed
Max. Rotor Thickness 4 speed o
Rotor/Drum Wt - 2” arbor 300 Ibs * Change Tooling in 30 seconds
Drum Depth 10.5” * Handles Dua.l Wheel Assemblies up to
Wt Capacity 700 Ib capacity
w/Outboard Support 700 Ibs + Outboard Support & Dual Wheel Kit -
. Standard
Spindle Speed 50-80-120 RPM andar
Ship Weight 750 Ibs 341 Deluxe HD Brake Lathe (115vi601) 103-8411-00
Feed Rates Inflnltely Variable to 1.61” HD Bench (sold separately) 804-8410-33 (Bench sold separately)
(Shlp Welght W/benCh) 935 Ibs * Machine Comes Standard with Outboard Support , Dual Wheel Kit, and auto & truck cones

Van Norman 204C Heavy Duty Combination Brake Lathe

The most rugged automotive, medium duty and heavy
duty combination brake lathe

* One-Cut machining 204C Brake Lathe specifications:

* No tooling change from rotor to Rotor Capacity 4-24” *
drum Drum Capacity 6-28" *

+ Machines a wider range of Max. Rotor Thickness 2.5”
workpieces Drum Depth 8.75”

+ Built for a lifetime of precision and Flywheel Capacity 6-24”
reliability Spindle Speed 60-100-170 RPM

Feed Rates Infinitely Variable

Ship Weight 835 Ibs

204C HD Brake Lathe (115v/60/1) 804-2474-01

* Requires additional arbor set (optional) for rotors over 16” or drums over 14”

(Bench included)

www.kwik-way.com sales @ kwik-way.com www.kwik-way.com sales @ kwik-way.com
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104 One-Minute Lightning Lathe Complete

Standard Accessories

103 Multi-Speed Combination Brake Lathe

108 On-The-Car Kwik-Lathe

Master Kwik-Chuck Adapter (2.127-5.75") 102-0800-50  Taper Cone #1 1.969 X 3.438” (50 X 87mm) 101-0236-05 Kwik-Mount Set-up Fixture 108-1032-00
Double Taper Cone #0 1.30” x 1.66” (33 x 42mm) 101-0260-02 Taper Cone #2 2.156 X 4.125” (80 X 105mm) 101-0237-02 Feed Motor (PFA) 115V 108-0120-05
Double Taper Cone #1 1.36” x 1.72” (35 x 44mm) ~ 101-0260-12  Taper Cone #L 1.625 X 2.375” (41 X 60mm) 101-0243-00 Drive Belt 000-0070-64
Double Taper Cone #2 1.70” x 2.06” (43 x 52mm) 101-0260-22 Double Ended Cone 1.32 X 1.67” (33.5 X 42.4mm)  804-8658-23 ot bk @) 108-1031-08
Double Taper Cone #3 2.07” x 2.44” (53 x 62mm) 101-0260-32 Double Ended Cone 1.36 X 1.71” (345 X 43.4mm) _ 804-8658-24 Support Link 2.56” (65mm) 108-1082-07
Double T C #4 245" £ 281" (622 71mm) ) Double Ended Cone 1.71 X 2.07” (43.4 X 42.6mm)  804-8658-25
oub’e “aper one R 2 x - X/ mm el Double Ended Cone 2.07 X 2.44” (52.6 X 62mm)  804-8658-26 Support Link 3.25” (82.5mm) 108-1082-10
Double Taper Cone #5 2847 x 315" (2 x 81mm) _ 101-0260-52 5 11 Fnded Cone 244 X 289° (62X 734mm) __ 804-8658-27 Slotted Support Link 2.56” (65mm) 108-1081-00
Double Taper Cone #6 3.19”x 3.56” (8L x 90mm)  101-0260-62  Be|| Clamp 5.75” OD (1.46.05mm) - 2 101-0235-40 Slotted Support Link 3.25” (82.5mm) 108-1081-10
Spacer 1”7 Long 109-1032-09 Bell Clamp 4.68” OD (119.5mm) 109-1012-06 Silencing Belt, Disc 108-1060-00
Spacer 2” Long (2) 109-1033-06 lfflicblamp'/}}f; 012,, (ITO7A95m:1) ;gz-;g; 1-22 Spacer 17 (2) 108-1026-15
i i B - t] t 304.8 = =
Silencing Belt, vented rotor 108-1061-00 rbor wi : u ong ( mm) Spacer 1/2” (2) 108-1029-00
Silencing Belt, Drum 101-0230-10 Tool Bar & Bit Holder for Drums 804-8691-75
1-1/2” Arbor Wrench 000-8700-21 Vented Rotor Silencer 108-1061-00 Spacer 1/4” (2) 108-1026-08
1" Arbor (25mm) 102-1053-00 Automotive Drum Silencer 101-0230-10 Wrench, Hex 5/32” 000-0600-62
oor L omm o Twin Cutter 804-8410-12 Wiench, Hex 3/32” 000-0600-46
Aﬂ:’r Rt 102106400 5pscer 1 Long (2 109-1032-09 GM 11mm Bolt Kit 108-0035-00
Arbor Sprin, 000-1806-70 B
B8 Spacer 2” Long 109-1033-06 Instruction Video 108-3050-20
Wrench, Hex 3/32” 000-0600-46  Hex Key .187” (4.75mm) 000-0600-60
T-Handle Wrench 5/32” 000-0600-66 Hex Key .156” (3.96mm) 000-0600-62 Van Ne 20 . .
» an orman
e 1043070-00  Hex Key 312" (7.93mm) oo0e020  TIm OTIAR 4C Combination L””’geM e
aw Assembly-Rotor - -
BASIC 104 Requires Purchase of Adapter Kit (sold separately) Arbor Nut Wrench 804-7803-35 Tool Bar As ybl 304867110
Standard Kit #1 (Standard on 102 Complete) ~ 104-1000-01  Arbor Bolt Wrench 804-8664-43 00" Bar Assembly w0075
Deluxe Kit #2 104-1000-02 ; Tool Bit Holder for Drums 804-3021-71
Super Kit #3 (Standard on 104 Complete) 104-1000-03 Arbor Spring 000-1806-70 ) _
Draw Bar 804-8663-90 Carbide Bit Package 804-8665-63
. . . * Rotor Bits, 4 ing ed;
102 Single Pass Combination Brake Lathe Carbide Bit Package (Rotor/Drum) 804-8410-31 . D?fﬁ; Blit:s] 5 ((32 Ccl::[t:l[;lggzdgge:s))
Double Taper Cone #0 1.30” x 1.66” (33 x 42mm) 101-0260-02 1" Arbor w/Nut & Washer (25.4 mm) 804-2040-42
Double Taper Cone #1 1.36” x 1.72” (35 x 44mm) 101-0260-12 341 Deluxe HD Combination Brake Lathe Spring 000-1806-70
Double Taper Cone #2 1.70” x 2.06” (43 x 52mm) ~ 101-0260-22  Lighe Truck Set for 17 Arbor 804-8664-88 gpacer, 1 x iz X ; @ igz-igzi-gz
N N Bore Range 3.907-5.65” (99.06-143.51mm) for hubbed/hubless rotors/drums pacer, 1 x 1.0 X - -
Double Taper Cone #3 2.07” x 2.44” (53 x 62mm) 101-0260-32 Draw Bar 304204044
Double Taper Cone #4 2.45” x 2.81” (62 x 71mm) 101-0260-42 Taper Cone #1 1969 X 3.438” (50X 87mm) 101-0236-05 Double-Ended Cone Set for 1” Arbor (incl. below) ~ 804-8658-22
Bell Clamps (2) 5-13/16” OD (148mm) 101-0235-40 Taper Cone #2 2.156 X 4.125” (80 X 105mm) 101-0237-02 Cone, 132" x 1.67" (33.53 x 42.42mmm) 804-8658-23
Bell Clamp 4” OD (102mm) 109-1011-09 EPIIC;“Z#;CL“ X2.575" (41 XGO‘“';‘) - ;gigéigg Cone, 136" x 1.71" (34,54 x 43 43mm) 804-8658-25
ouble Ended Cone 1.32 X 1.67” (33.5 X 42. - - " "
Bell Clamps 4-11/16” OD (119mm) 109-1012-06 . o) Cone, 1.71" x 2.07" (4343 x 52.59mm) 804-8658-24
Double Ended Cone 1.36 X 1.71” (34.5 X 43.4mm) ~ 804-8658-24 W W N -
T Cone #1 13132 X 3.7/16” (50 X 8 101-0236-05 Cone, 2.07" x 2.44" (52.59 x 61.98mm) 804-8658-26
aper Lone - - 6 7mm) - - Double Ended Cone 1.71 X 2.07” (43.4 X 42.6mm) ~ 804-8658-25 Cone, 2.44" x 2.89" (61.98 x 73.41mm) 804-8658-27
Taper Cone #2 3-5/32" X 4-1/8” (80 X 105mm) 101-0237-02 Double Ended Cone 2.07 X 2.44” (52.6 X 62mm) 804-8658-26 Tapered Cone Ser for 1” Arbor (incl. below) 804-8664-64
Taper Cone #L 1-5/8” X 2-3/8” (41 X 60mm) 101-0243-00 Double Ended Cone 2.44 X 2.89” (62 X 73.4mm) 804-8658-27 Cone, 1.09" - 1.74" (27.69 - 44.2mm) 804-8664-45
Spacer 1”7 Long 109-1032-09 Bell Clamp 5.75” OD  (1.46.05mm) 101-0235-40 Cone - VW 101-0242-45
Spacer 2” Long (2) 109-1033-06 Bell Clamp 4.68” OD (119.5mm) 109-1012-06 Cone - L 101-0243-00
Silencing Belt, vented rotor 108106100 Bell Clamp 425" OD_(107.95mm) 109-1011-09 gone #; 131-826-82
o 17 Arbor with Nut 12” Long (304.8mm) 804-8691-88 one #: 101-0237-
Silencing Belt, Drum 101-0230-10 W 0
> Agb Wrendh 000.870021 Tool Bar & Bit Holder for Drums 804-8691-75 Cone, 3.84" - 4.49" (975 - 114mm) 804-8664-50
1-1 rbor Wrenc -8700-. Vented Rotor Silencer 103-1061-00 Beﬂ Ciamp, :.00 OD 109-1011-09
1" Arbor (25mm) 102-1053-00 Automotive Drum Silencer 101-0230-10 Bell Clamp, 4.68 OD 109-1012-06
“Arbor Nut 102106400 Tois Comees soisiiol,  Bell Clamp, 5-13/16 2 101-0235-40
hip Ti 804-2059-20
Arbor Spring 000-1806-70 Spacer 1” Long 109-1032-09 Chip Tray - >
5 Vented Rotor Silencer 108-1061-00
Wrench, Hex 3/32” 000-0600-46  Spacer 2” Long (2) 109-1033-06 i ” < Band. 86654
T-Handle Wrench 5/32” 000060066 Hex Key .187” (4.75mm) 0000600-60  “phie Rofer ?g_gf;i"lg“l;%‘;e;;;?“ : 804-8665-41
Instruction Video 102-3070-00 Hex Key 156" (3.96mm) 000-0600-62 Drum Silencer Strap 101-0230-10
BASIC 104 Requires Purchase of Adapter Kit (sold separately) Hex Key .312” (7.93mm) 000-0600-20 Hex Wrench - 3/16 000-0600-70
Standard Kit #1 (Standard on 102 Complete) ~ 104-1000-01  Arbor Nut Wrench 804-7803-35 Hex Wrench - 1/8 000-0600-54
Deluxe Kit #2 104-1000-02 Arbor Bolt Wrench 804-8664-43
Super Kit #3 (Standard on 104 Complete) ~ 104-1000-03 - Hex Wrench - 9/64 000-0601-60
Arbor Spring 000-1806-70 Hex Wrench - 5/16 000-0600-20
Draw Bar 804-8663-90 Hex Wiench - .375 AL 800-8017-39
Call Your Distributor: Carbide Bit Package (Rotor/Drum) 804-8410-31 Nut Flange 1/2-13 REID FNC-5 804-8664-42
Heavy Truck Set for 2” Arbor 804-8664-67 Peg Board Hook 000-0606-66
Bore Range 5.45-8.30” (138.43-21.82mm) for hubless rotors/drums Tool Holder Clamp Plate 804-2040-30
Medium Truck Set for 2” Arbor 804-8664-66 Tool Holder, Turret Toolbar 804-2043-01
Bore Range 2A15»6A10' (54.61-154.9mm) for hubless rotors/drums Stud Tooling Clamp %) 804-2043-03
Outboard Support Kl't for 2” Arbor 804-8692-14 Clamp Block 804-2058-49
Dual Wheel Drum Kit for for 2” Arbor 804-8693-85 3/8-16 x 1/2 Soc.Cup.Dt. SS 000-0505-20
Taper Cone 1.219 X 1.813” (31 X 46mm) 101-0242-45 Wiench, Draw Bolt 804-8664-43
Truck Drum Silencer (2.75” wide) 804-8665-42 Wrench, Arbor Nut 804-7803-35
Solid Rotor Silencer Magnetic Band (.25 X 48”)  804-8665-41

or 1-800-553-5953

for a Kwik-Way Distributor in your area.
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Kwik-Way Products Inc.

500 57th Street » Marion, IA 52302 USA

1-319-377-9421 « (FAX) 1-319-377-9101

www.kwik-way.com
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